
M   U  L  TI -  SP  ORT SCOREBOARD 
 
FEATURES: 
 
• 24 hour clock display 
• Count up timer with range to 9 hr. 59 min. 59 sec. 
• Presettable countdown timer with loud beep 
• Large 4 inch LCD digits for viewing from as far away as 150 feet 
• RF remote control – no cords required 
• Displays scores of two teams up to a maximum score of 199 
• Powered by AC adapter (included) or batteries (four D size – not included) 
• Wall mounted or free standing 
• 16 different RF channels, user-adjustable to another channel to avoid 

interference with nearby units 
 
LIST OF ACCESSORIES: 
 
• Scoreboard 
• Remote control with four AAA batteries 
• Tripod rod 
• AC adapter(For indoor use only) 
• Instruction manual 
 
HOW TO OPEN NAME PLATE DOORS: 
 
 Use a suitable screwdriver to open the side doors as shown in 
Figure 2.  Do this carefully so as not to damage the plastic side doors.  
This will allow the removal or insertion of the nameplates and 
advertisements.   
 
MOUNTING THE SCOREBOARD: 
 
 The scoreboard can be mounted on the 
wall by the means of two screws hooked into the 
eyelets on the back of the top housing.  Make sure 
the screws are securely fixed in the wall.  The 
scoreboard can also stand-alone on the floor or on 
a table using the tripod rod secured to the back of 
the scoreboard as shown in figure 3.   
 
POWER UP: 
 
 For AC connection, use only the AC adapter 
(9V) supplied with the unit.  Verify the power rating 
indicated on the adapter is the same as the AC power 

    Fig. 2 

Fig. 3
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